IT8212 External BIOS History
	Version
	History
	Date

	1.3.1.0
	1. First release
	02/18/’03

	1.3.1.1
	1. Set feature and get proper timing for all the storage devices on IT8212.
2. Bug fix for Acer 40x CDROM.

3. Bug fixed: INT13h can’t be hooked on one Compaq PC.
4. If error bit still on after drive select, send command anyway.
5. Add 4 seconds delay before first time access HDDs.
	03/26/’03

	1.4.1.2
	1. Bug fixed: the drive letters of same channel’s master and slave drives are exchanged.

2. Return ax=110h instead of 100h when leaving BIOS initial routine.

3. Modify cable type detection.

4. Bug fixed: DMA transfer failure on certain main boards.
	06/09/’03

	1.4.1.3
	1. Always boot from 8212 HDD when using Phoenix BIOS
	07/22/’03

	1.5.1.3
	1. No change
	10/01/’03

	1.6.1.41
	1. Bug fixed: for Gigabyte VIA chipset MB, fail to boot from secondary HDD.
2. Bug fixed: bootable CD cannot boot on some main boards and CD-ROMs.
	02/25/’04

	1.7.1.51
	1. Shorten devices scan time.

2. Hard disks attached on IT8212 can be shown in system BIOS’s hard disk boot priority list.
	06/02/’04


